MT450 93" BODY WIDTH SHOWN.
DIMENSION REFERENCES ARE COMMON FOR ALL VARIANTS.

<table>
<thead>
<tr>
<th>X</th>
<th>Y</th>
<th>Z</th>
</tr>
</thead>
<tbody>
<tr>
<td>5/8&quot;</td>
<td>150.1</td>
<td>264.5</td>
</tr>
<tr>
<td>5/8&quot;</td>
<td>150.0</td>
<td>264.6</td>
</tr>
<tr>
<td>5/8&quot;</td>
<td>150.0</td>
<td>264.5</td>
</tr>
<tr>
<td>5/8&quot;</td>
<td>150.0</td>
<td>264.5</td>
</tr>
</tbody>
</table>

VAPOR TUBE
FUEL SUPPLY
FILL VENT TUBE
ENSURE TUBE ASSEMBLY IS FREE OF KINKS.

NOTICE CLEARANCE BETWEEN GROUND STRAP AND LARGE RUBBER HOSE.

C1: LARGE CLAMP TORQUE: 55-65 IN-LB
C2: SMALL CLAMP TORQUE: 5 IN-LB

SECURE GROUND STRAP TO
AFT SIDE OF TUBE RUGBY
USING FREIGHTLINER
R/W B70000010DR
170 TO PREVENT DRAFTING
OF RUBBER CONNECTIONS.

ROUTE GROUND STRAP THROUGH SLOT IN FRAME

FILL VENT TUBE
FILL VENT TUBE MUST
BE CONNECTED TO
FILLER NECK ASSEMBLY
DO NOT VENT TO
ATMOSPHERE.

DETAIL A

Both ground strap terminals to be secured to mounting stud

DETAIL B

Secure ground strap terminal to tab on fuel tank

DETAIL C

DETAIL D

DETAIL E

DETAIL F